DV output using iMovie 4

Objective

Learn to output your finished iMovie project to either DV tape or an
uncompressed QuickTime .dv file. This process makes a NEW file that

Output Finished Movie to DV Tape

1.

9.

Make sure the palmcorder is plugged into the Firewire input on the

computer, power up, and insert a tape.

Click on the Camera/Movie button to go to camera mode.

Cue your tape to where you want your movie output using the control

buttons on the Monitor window.
Select File > Share

Select the Videocamera icon at the top of the
window

Set camera wait, black before and black at the
end of the movie times to 5 seconds.

Click Share.

You should see the camera go into Record
mode and the movie will appear on the camera’s
LCD.

Playback from tape to confirm proper recording.
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Videocamera

Record your movie to a tape in your videocamera. This
operation may take several minutes to complete.

Wait 5 ; seconds for camera to get ready.
Add 5 ; seconds of black before movie.
Add S : seconds of black to end of movie.

Make sure your camera has a recordable tape and is in VTR mode.
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Output Finished iMovie to uncompressed .dv QuickTime file

1.

2.

iMovie4_outputDV.doc

Select File > Share
Select the QuickTime icon from the top

From the Compress movie for: dropdown
menu choose Full Quality DV

Click Share

From the Save window name your file and
choose a location on your hard drive

A file with the .dv extension will be created

iMovie ver 4
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QuickTime

Create a QuickTime movie from your project. This operation
may take several minutes to complete.

Compress movie for: EEI(QLIaI]t; DV ?j

Your movie will be copied into a single DV movie file, with ne loss of
quality. Estimated size: about 18.0 ME.
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